Mold Temperature Controller (MCJ, MCQ, GMC) Maintenance/Inspection

Expansion Tank Oil Plug (oil inlet):

NO WATER PENETRATION| / Only on A-Type

(9) FLOALESS SWITCH (L,H TYPE)
(10) FLOAT SWITCH (A TYPE)
CHECK BOTH EVERY 3 MONTHS

NO WATER LEAKS
(Atype) (L H-ype) )
) Tcek:r;p():irg;e“;ontroller. -« Cord Hex Socket
_ _ Hex Socket U f}< Head Cap
(11) SSR (Solid Start Relay): ~| Head Cap Screw(x4)
Check every 3 Months - .
Lid bronze
tube

(2) Pipe Coupling:
~«—teflon tube

Check Daily s Ring*L
<——Snap Ring*
(12) Terminal: Check Float Ball -—rod *2
every 3 Months Snap Ring*1
©<— O-Ring

(13) Bolts/Nuts:
Check every 3 Months

O Ring Guide
*2 If Contaminated,
Please clean out

Expansion Tank

Do not let any objects Breaker

contact this

(1) Pressuremeter: *1 Do not remove shap ring j
check daily

(4) Strainer:
clean monthly
(5)&(6) Medium:
check daily

/

Drain Port i
\ Strainer

L

(8) Pump Drain (mechanical):
clean monthly

Pump'Drain
mechanical

~— (7) Hose:
Inspect monthly



